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On the role of melt flow into the surface structure and porosity development during 

selective laser melting 

 

Chunlei Qiu*, Chinnapat Panwisawas, Mark Ward, Hector C. Basoalto, Jeffery W. Brooks, 

Moataz M. Attallah  

School of Metallurgy and Materials, University of Birmingham, Edgbaston, Birmingham B15 2TT, UK 

 

Abstract 

In this study, the development of surface structure and porosity of Ti-6Al-4V samples 

fabricated by selective laser melting under different laser scanning speeds and powder layer 

thicknesses have been studied and correlated with the melt flow behaviour through both 

experimental and modelling approaches. The as-fabricated samples were investigated using 

optical microscopy (OM) and scanning electron microscopy (SEM). The interaction between 

laser beam and powder particles was studied by both high speed imaging observation and 

computational fluid dynamics (CFD) calculation. It was found that at a high laser power and 

a fixed powder layer thickness (20µm), the samples contain particularly low porosity when 

the laser scanning speeds are below 2700mm/s. Further increase of scanning speed led to 

increase of porosity but not significantly. The porosity is even more sensitive to powder layer 

thickness with the use of thick powder layers (above 40µm) leading to significant porosity. 

The increase of porosity with laser scanning speed and powder layer thickness is not 

inconsistent with the observed increase in surface roughness complicated by increasingly 

irregular-shaped laser scanned tracks and an increased number of discontinuity and cave-like 

pores on the top surfaces. The formation of pores and development of rough surfaces were 

found by both high speed imaging and modelling, to be strongly associated with unstable 

melt flow and splashing of molten material.    



Key words: Selective laser melting; Titanium alloys; Porosity; Surface structure; Melt flow; 

modelling  
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1. Introduction 

Selective laser melting (SLM), due to its capacity to fabricate complex freeform geometries 

directly from computer-aided design (CAD) models, has been hailed as one of the most 

promising manufacturing technologies for net shape industrial scale production. So far, 

extensive studies have been performed aimed at defining the influence of the processing 

conditions on the microstructure and defect densities as well as mechanical properties. These 

studies have been carried out on a number of materials such as Ni-based superalloys [1-2], 

Ti-based alloys [3-5], Al-based alloys [6-7], steels [8] and composites [9-10]. It is clear from 

this work that there are also several concerns associated with this process that need to be 

addressed. These include residual stress development [11], cracking (particularly for certain 

materials such as nickel-based superalloys) [2], porosity [5,7] and mechanical anisotropy [5]. 

Among these concerns, porosity development is one of the most common issues that have 

been observed in almost all of the metallic materials processed by SLM and obviously is one 

of the major factors that could affect build quality and performance. However, so far, the 

reports on the mechanism of formation of porosity during SLM are rather limited with most 

of the explanations relying on assumptions. Thijs et al [3] assumed that the formation of 

pores in a Ti-based alloy is due to powder denudation around the melt pool within a layer and 

an accumulation of the surface roughness across the layers but suggested that the formation 

of pores in an aluminium alloy could be due to the collapse of key holes [6]. Vilaro et al [12] 

suspected that the development of pores could be the result of gas entrapment during melting 

and rapid solidification of SLM process. Qiu et al [5] directly observed open pores on the top 

surfaces of selectively laser melted samples and argued that the spherical pores could be due 

to incomplete re-melting of some localised sites on the previous layer and to the insufficient 

feeding of molten material to these sites. All these suggested mechanisms for the 

development of porosity, are based on unsubstantiated assumptions concerning the detailed 



mechanisms occurring during melting and solidification during SLM. Recently, Qiu et al [13] 

observed the splashing of molten material and the evolution of the melt pool during SLM of 

an aluminium alloy and suggested that the formation of pores in as-SLMed samples could be 

associated with melt pool instability and splashing. Panwisawas et al [14] developed a melt 

flow dynamics model for SLM most recently and successfully used it to explain the 

morphological development of pores that were formed under different processing conditions. 

However, studies on the influence of melt flow behaviour on surface structure and porosity 

development, are generally lacking.   

On the other hand, it is noted that the building rate of the current SLM process is generally 

low. At present, it typically processes only around 20~30µm thick powder layer [3-5]. The 

building rate could be improved by increasing powder layer thickness and laser scanning 

speed as the laser power is increased. However, while increasing building rate, low levels of 

defects such as porosity also need to be guaranteed to ensure the required structural integrity 

and properties. It is therefore necessary to conduct thorough investigation into the influence 

of powder layer thickness and laser scanning speed on porosity level. Previously, Ma et al [8] 

studied the influence of powder layer thickness on relative density of a stainless steel and 

indicated that increasing powder layer thickness to a certain level did not affect the relative 

density significantly.  

In this paper, we perform a systematic parametric study to investigate the influence of laser 

scanning speed and powder layer thickness on porosity development and correlate the 

porosity development with the top sample surface structures (which could be considered as 

the traces of melt flow in SLM) and to the melt pool and flow behaviour studied by both high 

speed imaging and CFD simulation.  

 



2. Experimental and Modelling Methods 

The material used in this study was gas atomised Ti-6Al-4V powder supplied by TLS in the 

size range of 20µm~50µm. A Concept Laser M2 Cusing SLM system which employs an 

Nd:YAG laser with a wavelength of 1075 nm and a maximum laser output power of 400 W 

measured in continuous wave mode was used to prepare samples for microstructural 

characterisation. Cubic samples with a dimension of 10x10x10mm were fabricated at a fixed 

laser power of 400W and a powder layer thickness of 20µm but at different laser scanning 

speeds ranging from 2000mm/s up to 4000mm/s. Samples were also fabricated in argon at 

400W and at both 2400mm/s but with different powder layer thicknesses ranging from 20µm 

up to 100µm to study the influence of powder layer thickness on porosity development. An 

island scanning strategy which has been detailed elsewhere [5] was used to fabricate the 

current samples.  

Metallographic specimens were mechanically prepared using conventional methods and 

examined using an optical microscope (OM) and a JEOL 7000 FEG-SEM (scanning electron 

microscope) to reveal the size, distribution and morphology of pores. The porosity 

distribution was examined using tessellated micrographs to study large areas and the porosity 

area fraction (Af) quantified using ImageJ. The top surfaces of the as-fabricated samples as a 

result of laser melting over the final layer of powder were also investigated using SEM. The 

roughness of the top surfaces was measured by surface profilometry in a Surfcorder SE 1700 

machine. 

High speed imaging was conducted using a Photron FASTCAM Mini UX100 high speed 

camera to develop understanding of the interaction between laser beam and powder materials 

as well as the influence of laser processing condition and layer thickness. The imaging was 

performed on SLM of 20µm thick powder layers at a laser power of 400W and under two 



laser scanning speeds including 2300mm/s and 3500mm/s, and also on powder with different 

layer thicknesses from 20µm up to 100µm at 400W and 2400mm/s.  The images were taken 

at 10000 frames/s.  

To further investigate and gain better insight into the melt flow in association with surface 

structure development, a computational fluid dynamics (CFD) calculation, using the C++ 

open source CFD toolbox called Open Field Operation and Manipulation (OpenFOAM®) has 

been carried out to simulate the interaction between laser heat source and the Ti-6Al-4V 

powder materials. All interfacial forces present in the process have been taken into account 

and simulated; these include surface tension (capillary force), Marangoni’s flow (thermo-

capillary force), recoil pressure, drag force due to solid/liquid transition via Darcy’s term, and 

buoyancy force. The energy dissipation in the mushy zone during melting, and heat loss due 

to evaporation, conduction, convection and radiation have been simulated in this work. 

However due to the additional computational requirements, reflections of radiation have not 

been simulated in this work. In order to rationalise the thermal fluid flow, one needs to solve 

the coupling of the Navier-Stokes equation, energy conservation, continuity equation and 

volume-of-fluid equation. The volume-of-fluid methodology has been used to simulate the 

evolution of the liquid/gas interface. In this work, the summation of metallic ��	and gaseous 

phases ��	is always unity: 

         �� + ��	 = 1	                                   (1) 

In addition, a weight function of any parameter � is used to smear out the effect of metallic 

and gaseous phases, defined as  

       �̅ = 	 ���� +	����          (2) 

Assuming that the molten Ti-6Al-4V is incompressible so that the continuity condition is 

              ∇��� 	 ∙ 	��� = 0           (3) 



Here, ��� is flow velocity. To compute the evolution of the liquid/gas interface, the volume-of-

fluid equation is used   

                                         
���
�� 	+	∇��� 	 ∙ ������	� 		= 	−�� �

��                   (4) 

where � is time, and the sink term in the right hand side describes the loss of metallic phase 

due to evaporation when the evaporation temperature 	�� 		is reached. ρ2 is the density of 

metal vapour. The mass evaporation rate �� � is expressed as �� � =	 �! �
�"#$% and the recoil 

pressure  �  is defined by 	 ���� = 	 & exp *∆,�
- . �

%� −	 �%/0	 , where 	 & , ∆1�  and 2  are 

atmospheric pressure, enthalpy change due to evaporation and universal gas constant, 

respectively [15-18]. In order to predict the evolution of melt pool at the beginning of 

interaction between heat source and the materials during SLM, one needs to identify all 

forces presented during the process via the conservation of momentum or Navier-Stokes 

equation, which was written as  

  
��34���
�� 	+ 	∇��� ∙ �5̅	���	⨂���� = 	−	∇���	 +	∇��� ∙ 	�7 +	 5̅	89̂;	<=� − �>?@A − BC .��D@E��@EFGCH / ��� +

																																																																				IJKLM +	NON% .∇���� − LM=LM 	 ∙ ∇����A/ +	 �P Q∇�����Q	 ��3
���G���   (5) 

Eq. (5) indicates that the rate of change of fluid momentum on the left hand side (LHS) is 

driven by all interfacial forces on the right hand side (RHS). Divergence of stresses is divided 

into pressure, p, and viscous deviatoric stress tensor, �7: 

                                              �7 = 2S̅ 	I.��∇������ +	�� =∇������A
%	/ − �

T =∇��� ∙ ���AU	P                                (6) 

Here, 5̅ is the density, S̅ is mixture viscosity and U is the identity matrix. The third terms on 

RHS are used to describe buoyancy force caused by density differences due to thermal 

expansion, 5̅	89̂;	<=� − �>?@A , where 8 and 9̂;	 is the magnitude and unit normal of 

gravitational force, < is thermal expansion coefficient, � is temperature field and �>?@ is the 



reference temperature. Darcy’s term, −BC .��D@E��@EFGCH / ��� , which is energy dissipation or sink 

(damping) terms in the mushy zone is modelled in this work by making use of Carman-

Kozeny equation [19], where BC , WX  and YZ  are permeability coefficient, fraction of liquid 

metal and constant, respectively. There are three surface force terms considered here: (i) 

surface tension term (capillary force) [20-21], JKLM, with surface tension J, acting on surface 

curve K  at the unit normal LM , (ii) Marangoni force (thermos-capillary force) [22-24], 

NO
N% .∇���� − LM=LM 	 ∙ ∇����A/  , taking into account the effect of temperature gradient on the 

liquid/gas interface, and (iii) recoil pressure  � when evaporation occurs. All surface forces 

have been applied only the interface indicated by the term Q∇�����Q	 and the shaper surface force 

term 
��3

���G��� is used to smear out between hard and soft phases.  For the conservation of total 

energy, one can express as 

[5	3Y\̅�
[� +	∇��� ∙ =5̅	���Y\̅�A 	= 	−[5	3∆1@

[� −		∇��� ∙ =5̅	���∆1@A +	∇��� ∙ =	]̂∇����A 

																																														−_=ℎa=� − �>?@A 	+ Jbc=�d − �>?@d A + e�AQ∇�����Q − e%f ��3
���G���		  (7) 

The thermal energy is balanced between heat input due to the heat source term e% [25] and 

heat loss due to conduction, ∇��� ∙ =	]̂∇����A, convection, ℎa=� − �>?@A, radiation, Jbc=�d − �>?@d A 
and evaporation, e�~�� �∆1� [15-18]. Here,	Y\̅ is specific heat for the mixture, ]̂ is thermal 

conductivity of the mixture, ∆1@  is the enthalpy change due to fusion, ℎa  is heat transfer 

coefficient, Jb  is Stefan-Boltzmann constant, and c  is emissivity. By solving the set of 

equations (3), (4), (5) and (7), the evolution of melt flow and liquid/gas interface can be 

rationalised. A detailed model description is to be published elsewhere [26] and model 

parameters were adopted from [27-29]. The model has been applied to a regular powder 

particle arrangement of 50 µm in diameter with an area of 250µm x 250µm, and a laser heat 



source of 400 W with a scanning speed of 3500 mm/s to simulate the processing condition. 

The modelling results are compared with the relevant experimentation. 

 

3. Results  

Fig. 1 shows the variation of porosity level as a function of laser scanning speed at a fixed 

laser power (400W) and a fixed powder layer thickness (20µm). It clearly shows that the as-

fabricated samples generally have a low porosity level (<1.0%). The porosity is particularly 

low when the laser scanning speeds are below 2700mm/s. Increasing scanning speed above 

this value (but below 4250mm/s) did lead to increase of porosity but not significantly. The 

roughness of the top sample surfaces was also found to be larger at high scanning speeds than 

at lower scanning speeds (<2700mm/s) (Fig. 2).  

To understand the origin of the change of surface roughness with laser scanning speed, the 

top surface structures of the as-fabricated samples were investigated. Fig. 3 shows the top 

surface structures of the samples fabricated under 400W-2300mm/s and 400W-3500mm/s at 

a fixed powder layer thickness of 20µm. Obviously, the surface structures produced under the 

two conditions are very different. At 2300mm/s, the laser scanned tracks are evenly lined up 

and regularly overlapped with neighbouring tracks whereas at 3500mm/s the tracks become 

increasingly irregular-shaped and even contain a few open pores with some obviously being 

due to discontinuity in the laser scanned track (Fig. 3c) and the rest (cave-like pores) due to 

the development of overhangs or bridges above a previous layer at some localised sites (Fig. 

3d). Given that the laser scanned tracks are the traces of melt flow during SLM, the results 

suggest that the melt flow was extremely unstable at the high laser scanning speed. The 

presence of discontinuities on the sample surface could be due to either a lack of material 

filling at some localised sites or material splashing out of some localised melt pools. The 



cave-like pores seem to be formed by the unstable melt flow moving away from laser 

scanning direction where the melt was solidified up in the air before bonding with the 

previous layer thus creating a hole underneath.  

Fig.4 shows the variation of porosity with powder layer thickness at 400W-2400mm/s. Both 

the area fraction and size of pores increase continuously with increased powder layer 

thickness. Particularly, when the powder layer thickness is above 60µm, the porosity level 

rises rapidly and the pores become more elongated or irregular-shaped. Moreover, it is noted 

that the pores observed show no obvious un-melted or partially melted powder particles 

(which are usually spherical) within them (see Fig. 4(d)), suggesting that the majority of 

powder particles should have been melted during SLM even for the thicker powder layers.   

In contrast to the effect of laser scanning speed on surface roughness (Fig. 2), the powder 

layer thickness is shown to have a stronger impact on surface roughness development (Fig. 5). 

Clearly, the top surface roughness has increased rapidly with increased powder layer 

thickness.   

The surface structure of the samples fabricated with different powder layer thicknesses was 

also investigated and the result is shown in Fig. 6. The surface structure has changed 

significantly with powder layer thickness. At 20µm, the laser scanned tracks are generally 

evenly laid out and homogeneously overlapped with neighbouring tracks whereas at 40µm 

the tracks become increasingly misaligned and irregular-shaped, suggesting the melt flow 

became increasingly unstable. At 60µm, the top surface starts to show open pores, with some 

obviously being due to discontinuity (Fig. 6(d)) and the rest (cave-like pores) due to the 

development of overhangs or bridges over a previous layer, similar to the observation at high 

laser scanning speeds (Fig. 3(b)-(d)). The irregularity of the surface structure becomes more 

pronounced when the layer thickness is above 60µm (Fig. 6(e) and (f)) where the 



discontinuity on laser scanned tracks becomes more frequent and the numbers of cave-like 

pores rise sharply.  

In addition, it is noted that the discontinuity and porosity development on the top surfaces are 

not inconsistent with the porosity development in bulk samples. Actually, even the top 

surface roughness was found to be in phase with the porosity development within bulk 

samples, as shown in Fig. 7. Particularly, when the average surface roughness (Ra) is above 

30 µm, the porosity level within samples and the surface roughness increase.  

To develop insight into the surface structure and porosity development during SLM, high 

speed digital imaging has been carried out in a simple linear laser scanning mode under 

several laser scanning speeds and with different layer thicknesses. Videos 1-2 and Fig. 8 

show the interaction between the laser beam and a 20µm thick powder layer at two different 

scanning speeds. No obvious difference in terms of melt pool size and morphology among 

these conditions could be observed. Splashing of molten particles could be seen in all the 

processing conditions and is more pronounced at increased laser scanning speeds. Moreover, 

the velocity of scattered melt particles was found to generally rise with increased laser 

scanning speed. These observations suggest that the melt pool may have become increasingly 

unstable with increased laser scanning speed. Videos 3-6 and Fig. 9 show the interaction 

between the laser beam and powder layers during SLM at 400W-2400mm/s with different 

powder layer thicknesses. The interaction between the laser beam and melt pool is 

particularly violent when thick powder layers (beyond 60µm) were processed, characterised 

by significant melt splashing (Fig. 9(d) and (e) and videos 5-6). This suggests that the melt 

flow may have become unstable when thicker powder layers were processed by SLM, 

consistent with the implications derived from the observation on surface structures. 

Alongside the melt splashing, there is always a blurred tail following the moving melt flow 

which is suspected to be due to material evaporation.   



CFD modelling was also developed to simulate the interaction between laser beam and 

powder layer. The results are shown in Fig. 10 and Fig. 11. Splashing of molten material and 

evaporation of material are also predicted by modelling. With melt splashing, features of 

dents/discontinuities are also generated on the top surfaces due to the melt recirculation and 

splashing. Moreover, it is worth mentioning that the movement directions of the melt flows 

(highlighted by black arrows) in different parts of the melt pools do not follow the exact laser 

scanning direction but instead are highly dispersed further confirming that the melt flow is 

unstable during SLM. The predicted velocity of melt flows is generally higher at increased 

laser scanning speeds or larger powder layer thicknesses with some of the flow velocities 

going up to 15000mm/s (see the black arrows in the melt pool in Fig. 10(b) and Fig. 11(b)) 

which is at the similar level as that for some of the splashed particles observed in Fig. 8(c) 

and (d). At such a high flow velocity with flow direction deviant from the laser scanning 

direction, melt splashing could easily happen. The modelling results are generally in good 

agreement with the high speed imaging results and SEM observations on the top surfaces. 

Among the several forces taken into account in the modelling, Marangoni force and recoil 

pressure are believed to show the most significant influence on the stability of melt flow, 

which will be discussed in the following section.   

4. Discussion 

The current work demonstrates that the melt flow shows significant influence on the top 

surface structure and porosity development. The variation of surface structure and roughness 

with laser scanning speed and powder layer thickness is believed to be the direct result of 

melt flow behaviour. The modelling results suggest that the melt flows within melt pools 

could move in a dispersed and random way (as illustrated in Fig. 10 and Fig. 11). This 

accounts for the development of irregular-shaped tracks on the top surfaces under certain 



conditions. Melt splashing together with materials evaporation was observed by both high 

speed imaging and modelling. The driving force for the melt splashing is believed to be due 

to several combined effects including the Marangoni force developed at the surface and 

subsurface regions of the melt pool, recoil pressure due to material evaporation and gas 

expansion. The evaporation could lead to rapid cooling of the surface of melt pool and to the 

development of thermal gradient between the surface/sub-surface region and the central 

region of the melt pool, which results in the development of the Marangoni force and the 

subsequent convection flow in the surface/sub-surface region of the melt pool. This could be 

complicated by the inhomogeneous cooling throughout the melt pool (the bottom area that is 

in contact with substrate or previously solidified layer experienced higher cooling rate). Also, 

the material evaporation would produce a recoil pressure back to the melt pool further 

destabilising the melt flow. Gas expansion due to immediate heating up by laser beam could 

further increase the instability of the melt pool and flow as well. However, since gas 

expansion is not included in the current modelling development due to the lack of data on tap 

density of a single spread layer of powder particles during SLM, the extent of its influence on 

melt flow behaviour requires further investigation.   

The modelling results also suggest that the dispersive melt splashing could directly result in 

the formation of dents/discontinuity on the top surfaces of samples (Fig. 10 and Fig. 11) 

which is in good agreement with the experimental observation (Fig. 3(c) and Fig. 6(c-f)).  

These dents or open pores could be filled with melt materials in SLM of the next layer and 

then be closed or would remain as pores in the as-fabricated samples. There are also cave-like 

pores present on the top surfaces of the samples fabricated at higher laser scanning speeds 

(Fig. 3(d)) or with thicker powder layers (Fig. 6(c)-(g)). The formation of this kind of pores is 

believed to be due to the increasingly unstable melt flow which may have deviated from the 

laser scanning direction where the melt was solidified up in the air before bonding with the 



previous layer. This has been confirmed by the illustration of melt flow movement via 

modelling in Fig. 10 and Fig. 11. Also, the increased instability of melt flow with increased 

laser scanning speed and increased powder layer thickness has been supported by the 

observation of increasingly irregular-shaped laser scanned tracks and increased melt 

splashing and scattering velocity (Fig. 3, Fig. 6 and Fig. 8-Fig. 9). The cave-like pores could 

easily remain as pores in the bulk samples during the subsequent SLM building since they 

were covered with a layer of materials. To effectively eliminate them during subsequent 

building, it requires complete remelting of at least one or more of the previous layers.  

The influence of laser scanning speed and powder layer thickness on surface structure and 

porosity development is also shown to be marked and is realised by their effect on the melt 

flow behaviour. Within the same timescale, the higher laser scan speed would produce longer 

melt pool and thus larger melt surface area and the evaporation and the thermal gradient in 

the melt pool would be stronger, which would increase the Marangoni force and the 

instability of the melt flow. This is also reinforced by the increased melt flow and splashing 

velocity according to both modelling (Fig. 10) and high speed imaging observation (Fig. 8). 

The powder layer thickness influences the melt behaviour mainly by affecting the amount of 

material melted by the laser beam. With thicker powder layers, more powder materials will 

be melted by the laser beam and there will be more melt surface area which would increase 

the evaporation and Marangoni force. With more powder particles and thus more gas in 

between, the gas expansion would be more obvious, which could further destabilise the melt 

flow. The increased instability of the melt flow with increased powder layer thickness is also 

supported by the increased velocity of melt flow within the melt pool (Fig. 11). Moreover, 

with more input energy being consumed in melting thicker powder particles, there would be 

less heat to be used for re-melting of the previous layer [30-31]. If the freshly melted material 

cannot be well bonded to the previous layer, they would tend to be less constrained and more 



easily cause porosity development and melt splashing as observed in Fig. 9 and Videos 3-6. 

Given that high laser scan speed and thick powder layers lead to highly irregular and unstable 

melt pool and thus to increased surface roughness and porosity, the selection of a proper laser 

scan speed and a powder layer thickness is crucial for porosity control when the laser power 

is fixed. There will however be a limit in improving the build rate by simply increasing laser 

scan speed or powder layer thickness.  

It is also noted that the surface roughness varied in the same sense as the extent of the 

porosity particularly when the surface roughness was beyond a certain value (Ra>30µm in 

the current study, according to Fig. 7). The increased surface roughness could cause 

inhomogeneous powder spreading and distribution and thus inconsistent melt flow and melt 

pool in the subsequent layers. The presence of discontinuity and cave-like pores on the top 

surfaces is very harmful for porosity development in bulk materials.  

5. Conclusions 

(i) Unstable melt flow is responsible for increased porosity and surface roughness.  

(ii) The Marangoni force and recoil pressure are believed to be among the main driving 

forces for the instability of melt flow during SLM according to the present modelling.  

(iii) With a high laser power and a low powder layer thickness, the selectively laser melted 

Ti-6Al-4V samples have a large processing window which enables the production of 

samples with low porosity (<1%) over a range of conditions, so that process control is 

not as critical.   

(iv) Increased powder layer thickness leads to rapid increase in porosity level and surface 

roughness.  
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Fig. 1 Plot showing the variation of porosity with laser scanning speed at a fixed laser power 

of 400W and a layer thickness of 20µm [14]. The scatter of porosity levels is within ±0.05%.   
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Fig. 2 Dependence of average surface roughness Ra on laser scanning speed. The samples 

were fabricated at 400W and with a powder layer thickness of 20µm.      

 

 

 

 

 

 

 

 

 

 

 

 



   

   

Fig. 3 SEM micrographs showing the top surface structure of the samples fabricated at (a) 

400W-2300mm/s; (b-d) 400W-3500mm/s, with powder layer thickness of 20µm. The arrows 

show the irregular-shaped melt flow traces.  
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Fig. 4 Dependence of area fraction of porosity Af on powder layer thickness, (a) Af =0.09%; 

(b) Af =1.58%; (c) Af =10.68%. The samples were fabricated at 400W-2400mm/s. The scatter 

of porosity levels is within ±0.05%.   
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Fig. 5 Dependence of average surface roughness Ra on powder layer thickness. The samples 

were fabricated at 400W-2400mm/s.    

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

     

   

     

Fig. 6 SEM micrographs showing the variation of top surface structure of as-SLMed Ti64 

samples with powder layer thickness, (a) 20µm; (b) 40 µm; (c-e) 60 µm; (f) 80 µm; (g) 100 

µm. The samples were fabricated at 400W-2400mm/s    
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Fig. 7 Correlation between average surface roughness and porosity development of the as-

SLMed samples. The scatter of the porosity levels are within ±0.05%.   

 

 

 

 

 

 

 

 

 

 

 

 



 

 

    

   

Fig 8 High speed imaging showing the interaction between the laser beam and powder layers 

during SLM of 20 µm thick powder layers at 400W and under different laser scan speeds (a)-

(b) 2300 mm/s, and (c)-(d) 3500 mm/s. t0 and t0+100µs correspond to two neighbouring 

frames with an interval of 100µs. White arrows indicate spattering directions and the 

estimated melt particle scattering velocities were about (b)2200 mm/s, and (d)15000 mm/s, 

respectively. The red arrow shows the laser scan direction.  
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Fig. 9 High speed imaging showing the interaction between the laser beam and powder layers 

during SLM at 400W-2400mm/s with different powder layer thicknesses, (a) 20µm; (b) 

40µm; (c) 60µm; (d) 80µm; (e) 100µm. The arrow shows the laser scan direction. 
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Fig. 10 Thermal fluid flow prediction of the interaction between laser heat source and 

regularly packed 50µm powder particles using 400 W laser power with (a) 3500 mm/s and (b) 

5000 mm/s scanning speeds. The red arrows show laser scanning direction while the black 

arrows show the moving directions of some of the melt flows within the melt pools. |U| is the 

velocity of melt flow and T the absolute temperature of the materials during processing.  

 

 

 

 

 

 

 

 

 

 

 

 

 

    50µm    50µm 

(a) (b) 



  

Fig. 11 Thermal fluid flow prediction of the interaction of laser heat source and regularly 

packed powder particles of (a) 50µm and (b) 100µm layer thicknesses using 400 W laser 

power with 2400 mm/s scanning speed. The red arrows show laser scanning direction while 

the black arrows show the moving directions of some of the melt flows within the melt pools. 

|U| is the velocity of melt flow and T the absolute temperature of the materials during 

processing.  
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